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GENERAL NOTES:

1. APPROVAL REQUIRED FROM PARKS AND RECREATION
FOR THE CIRCLE TRAIL CONNECTION, CONTACT
PARKS AND RECREATION AT 940-761-7490.

2. ENCROACHMENT AGREEMENT REQUIRED FOR THE
CIRCLE TRAIL CONNECTION, CONTACT PROPERTY
MANAGEMENT AT 940-761-8816.

2% MAX. SLOPE 3. TRAIL CONNECTION SHALL BE MADE AS
IN EITHER PERPENDICULAR TO EXISTING TRAIL AS POSSIBLE.
VARIES DIRECTION VARIES .
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#4 REBAR @ 18" O.C.E.W.

COMPACTED SUBGRADE

0% ASTM 598 CENTERED IN SLAB AND 7. INSTALLATION MAY REQUIRE PIPE AND DITCH WORK
b- DOWELLED INTO EXISTING TO ACCOMMODATE DRAINAGE.
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SECTION A-A

CIRCLE TRAIL CONNECTION

NOT TO SCALE

e conversion of this standard to other formats for incorrect results or damages resulting from its use.

The use of this standard is governed by the City of Wichita Falls Engineering Department. No warranty of any kind
is made by the City of Wichita Falls for any purpose whatsoever. The City of Wichita Falls assumes no responsibility
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